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Gas Counter tiltinG 
round skillet

GCTRS-16 with optional stand and faucet

SPECIFICATIONS: 
Southbend gas fired, counter tilting skillet.  The GCTRS-16 
is constructed of one piece coved corner, 10 gauge stainless 
steel with a #4 exterior finish and a polished interior.  The pan 
sides slope outward to facilitate access to the cooking surface.  
Cooking surface shall be 3/8” thick stainless steel clad plate, 
fitted with clamped on electric heating elements, rated at 7.5 
kW, for even heat transfer over entire cooking surface.  Pan 
shall be fitted with side pivots mounted in sealed, stainless 
steel clad consoles mounted on a 10 gauge stainless steel 
base with #4 finish.  Pan shall be fitted with a stainless steel 
tilt handle with heat resistant knob for tilting the pan forward 
for complete removal of contents.

Controls shall be integrally mounted and shall include a power 
switch, solid state thermostat, temperature pilot light, electronic 
ignition, ignition light, and high temperature cut-off.  Burner 
turns off automatically when pan is tilted.

The skillet shall operate in a temperature range of 100°F to 
450°F (38°C to 232°C)

The skillet can be mounted on a 30” (762 mm) wide stainless 
steel stand with sliding drain pan and stationary drain.

AGA/CGA Certified and NSF Approved.

Model
CapaCity

BtU Gallon liter

GCTRS-16 30,000 16 60

OPERATION SHALL BE BY:

	 Natural Gas (Propane units are not available)

Gas fired, operating on 115 VAC, single phase, 
50/60Hz, rated at 30,000 BTU.

OPTIONAL ITEMS AT EXTRA COST:

	 220 VAC, 1 phase, 50/60 Hz

	 Etched gallon markings 

	 Etched liter markings

	 Correctional Package

	 Steam pan insert  (SPI-16)

	 One piece lift off stainless steel cover  (SC-16)

	 30” wide, open leg base, stainless steel kettle stand 
with sliding drain drawer (KEDC-30SD)

	 Single pantry faucet with 12” swing spout  (SF-12)

	 Double pantry faucet with 12” swing spout  (DF-12)

	 Single pantry faucet & bracket with 60” pot filler 
(SF-60)

	 Double pantry faucet & bracket with 60” pot filler 
(DF-60)
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 GCTRS-16

INTENDED FOR COMMERCIAL USE ONLY. 
NOT FOR HOUSEHOLD USE.

ShippinG WeiGht MiniMUM ClearanCe *

285 lBS. [ 100 kG]
SideS 3 [76]

BaCk 6 [152]

Model serviCe ConneCtions Btu/Hr kW/Hr.

GCTRS-16

UnleSS otherWiSe SpeCified, field Wire eleCtriCal ConneCtion to Be 120V, 
60 hz., SinGle phaSe With GroUndinG Wire.  Unit fUrniShed With 6’ Cord and 
3 pronG plUG.  total MaxiMUM aMpS 2.0.

30,000 8.8GaS ConneCtion:  SUpply GaS throUGh 1/2” pipe.
natUral 7” - 14” W.C. (178MM - 355MM W.C.)
ContaCt ManUfaCtUrer for inStallation if eleVation iS oVer 2,000 ft.

drain ConneCtion:  1-1/2 npt drain ConneCtion on optional Stand

* Use on noncombustible floors only.


